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T0 BE USED: T0 BE USED:
...... STA. 16460 TO STA. 17+34 (SOUTH SPILLWAY ROAD)

STA. O+12.71 TO STA. 0+95.89 (NORTH SPILLWAY ROAD)

AGGREGATE SHOULDERS, TYPE B, WEDGE

EXISTING CRUSHED STONE BASE COURSE, TYPE A

EXISTING BITUMINOUS SURFACE COURSE

EXISTING PORTLAND CEMENT CONCRETE MEDIAN SURFACE 4"
BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX. “D", N90 1Y5"
BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N90 2V/,"

SUB-BASE GRANULAR MATERIAL, TYPE A 6"
COMBINATION CONCRETE CURB AND GUTTER M6.06
COMBINATION CONCRETE CURB AND GUTTER REMOVAL
PORTLAND CEMENT CONCRETE MEDIAN REMOVAL
PORTLAND CEMENT CONCRETE MEDIAN SURFACE 4"
BASE COURSE WIDENING 6"

EXISTING P.C.C. PAVEMENT 10"

EXISTING P.C.C. PAVEMENT 8"

EXISTING STABILIZED SUB-BASE 4~

EXISTING COMBINATION CONCRETE CURB AND GUTTER B9. 06
EXISTING COMBINATION CONCRETE CURB AND GUTTER Bé6. 24
EXISTING COMBINATION CONCRETE CURB AND GUTTER Me6. 24
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TO BE USED: | TO BE USED:
STA. 4+21.47 TO STA. 8+77.34 (SOUTH SPILLWAY ROAD) STA. 8+77.34 TO STA. 16+60 (SOUTH SPILLWAY ROAD)
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